
 
                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                   

TECHNICAL DATA SHEET 
  

LBI-301W POLYESTER LAMINATING RESIN 
 
 

TYPE: Is a styrenated, unsaturated polyester resin. It is a propylene glycol/phathalic anhydride resin 
(ortho).                       
 

USES/ADVANTAGES:  This resin was designed as an “all around” or “GP” type. It is very user 
friendly. LBI-301 has been used to make boats, bathtubs, industrial fabrications, water proofing 
exterior wood decking, utility rooms and shower pans, as well as repair work. It is an excellent wetting 
resin and has been approved by the FDA. This resin also contains Hap-Shield to meet MACT 
requirements. Also available in non promoted waxed, non-waxed, as well as, custom formulations. 
 
VISCOCITY: 
  Speed  Spindle # Brookfield  Temperature 
    6 RPM  1800 – 2100 cps   72°F 
  30 RPM       560 – 680 cps   72°F 
 

This is a controlled thixotropic resin to prevent drainage.  
 

LBI-301 Pot Life 72°F 
0.5% MEK Peroxide  28 – 30 Minutes 
1.0% MEK Peroxide  16 – 19 Minutes 
1.5% MEK Peroxide  13 – 15 Minutes  
2% MEK Peroxide     9 – 12 Minutes 
 

CLEAR CASTING:  
Heat Distortion  176°F 
Flexural Strength   14,000 lbs. per sq. inch 
Flexural Modulus   530,000 lbs. per sq. inch 
Tensile Strength   8,500 lbs. per sq. inch 
Water Absorption  

24 Hour at 77°F .15% 
Elongation    1.5% 
Barcol Hardness   42 
Density   8.8 – 9.0 lbs/gal 
 

Flexural Strength   Flexural Modulus 
3 Plies, 700 Mat   27,000 - 29,000 PSI  1,000,000 – 1,200,000 PSI 
12 Plies. 181 Cloth  75,000 - 80,000 PSI  3,000,000 – 3,200,000 PSI 

 
 

STORAGE:  It is recommended that LBI-301 polyester resin be stored in a cool place to ensure the 
longest shelf life. Do not store in direct sunlight. Do not store where water can accumulate on top of 
drum or container. 
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